
Can be installed in either a full or empty tank.  
 
Overall Tips 
 Installation takes about 1 hour for each ramp 

package. 
 
 Installing with two people and two ladders is 

easier, safer and quicker. 
 
 You can pre-assemble the ramp legs before 

going to the tank site. 
 
 Tools required. Socket set, drill, Span wrench. 
 
 The ramps contain 1.5 lbs of gravel for ballast. 

Deep Tank Escape Ramp - Install Tips 

Step 1.   
Mount The Deck 
 
Bolting the deck directly to the tank is 
the fastest and easiest method. 
 
 To mount the landing deck to the tank, 

use the cardboard templet we’ve in-
cluded to mark and drill the 4 holes.   

 
 Secure the deck to the tank with the 4, 

1/4-20 bolts and washers. 
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Optional Strap Mount 
 
In some instances, you can use the optional alu-
minum hangers to mount the deck.  You’ll want 
to secure the hangers to the tank with bolts. 



Step 4 

Bend Strap and Thread Cord 

 

 Bend the aluminum flat-bar to create 
an hanger.  

 
 Thread the cord through the three 

holes of the hanger. 

Step 2 

Assemble Leg Sections.  
 
Layout the ramp sections. 
 Black vent plugs on ramp face outward. 
 
 Connect sections together with black plates 

and bolts.   
 
 Each joint will take three bolts and one eye-

bolt.  Eyebolt goes on the inside (see picture 
below).  

 
 Do not overtighten bolts.  There should be 

some lateral play or float between sections. 
This allows the ramp to conform to the cur-
vature of the tank wall. 

 
 Do not overtighten bolts.  There should be 

some lateral play or float between sections. 
This allows the ramp to conform to the curva-
ture of the tank wall. 

 
 
Step 3   
Attach Cord to Eyebolts 
 
 Tie the high strength cord to the eye-bolts. 
 Top section 4 ft cord 
 2nd section 6 ft  cord 
 3rd section 8 ft cord 
 4th section 10 ft cord 
 

Black Plugs Outside 

Eyebolt Inside 



Step 5   
Connect Ramp to Landing 
 
 Bolt the top of the ramp to the aluminum 

flange of the deck.  
 
 The bolt hoes of the ramp should line up 

with the holes of the aluminum flange.  If 
not, drill another hole.  

 

Step 5 
Tighten Cords 
 
Tightening the cords will bring the ramp 
into the wall and take out any sag. 
 
Note: The cord we provide is UV tolerant 
and will not rot or stretch.  It has a test 
strength of over 1000 lbs.  

Step 4   

Lower Ramp Leg Into Tank 

 

 Ladders -Place two ladder by the landing and an-
other about 6-8 ft away. 

 

 Each person carry an end of the ramp leg up the 
two ladders. 

 

 Hook the hangers on the tank rim before lowering 
the leg into the tank. 

 

 Slowly lower the leg into the tank, let it fill and 
sink. 

 
Note: We’ve supplied plenty of cords and hangers.  Use 
at least 2 per side.  


